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ABSTRACT: This note examines the difficulties
which have been encountered in addressing
hosts and gateways through port expanders. It
attempts to identify the fundamental charac-
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Addressing Through Port Expanders Kirstein and Bennett

1. INTRODUCTION

Since the port expander was introduced into the internetwork
project, continual problems have arisen in connection with ad-
dressing devices which lie at the end of its lines. Two different
solutions have been proposed at various times. In the early port
expanders, each port was addressed wusing internet headers in
which it was identified by being given a separate network number.
This was always recognised to be an unsatisfactory hack, and at
the Internet Meeting held in November 1978, a new solution was
adopted for ARPANET whereby the mapping of ARPANET host 1IDs to
Internet host 1IDs included a 'logical host' field, which a port
expander could use to select a port on the basis of some locally
convenient algorithm. This sclution is clearly better than the
first, but it still suffers from two major flaws.

1) It cannot be used to address transit gateways if
there is more than one gateway on the port expander (or
if there are any gateways on other port expanders con-
nected to the first in a daisy chain fashion). This is
because the internet header in a packet contains the
address of the ultimate destination of the packet, and
not the internet address of the gateway. If there is
only one gateway, it can be handled by defaulting any
unrecognised internet address to that gateway's port.

2) Both solutions require that all but one of the hosts
attached to the port expander (all, if one of the hosts
iz a gateway) be able to process internet headers sim-
ply so that the addressing problem can be handled. In
all other respects, a host talking to an ARPANET IMP
through a port expander can act as an ordinary ARPANET
host. It may not be particularly necessary that the
host be an internet host. For example, UCL's SYSTIME
5P8@ could come up on the ARPANET tomorrow as an NCP
host, which would be very desirable for many reasons,
but this cannot be done because it would be sitting on
a port expander and hence has to have an internet ad-
dress. No doubt many ARPAMET sites would like to in-
crease the number of hosts supported by an IMP, but the
overhead of implementing internet software prevents
them from using port expanders to do so.

In other words, neither proposal gives a completely satis-
factory solution. It will be argued below that this is because
they are based on using internet headers to remedy an addressing
deficiency that is not necessarily connected with internet prob-
lems. The fact that the solutions are inadequate, and that
correct solutions have not been found, suggests that the problem
has not been correctly defined or understood by the Internet com-
munity. The aim of this note is to identify the fundamental
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characteristics of the problem, and to suggest solutions that
will behave correctly in forseeable configurations.

2. FUNCTIONAL ELEMENTS

In the following discussion, we will be concerned with three
functionally different entities. In order to avoid getting entan-
gled in arguments related to specific systems rather than generic
properties, these entities will initially be given names which
hopefully do not have any of the connotations of the names used
for them in specialised contexts (in particular, the Internet
context) . The properties are illustrated in figure 1.

The three entlties involwved are:

HOSTS. A host is an entity which acts as a traffic
source and/or sink. A message which is transmitted by a
host was created by some process within that host. A
message received by a host will be processed in its en-
tirety within the host.

SWITCHES. A switch is an entity which receives messages
on any of several input lines, and transmits the same
message (with the possible exception of some processing
of the header) on any of several output lines. Two ex-
amples of switches are ARPANET IMPs and CATENET Gate-
ways.

MULTIPLEXORS. A multiplexor is a very specialised kind
of switch, which distinguishes one line from the n oth-
ers it has. All incoming traffic on the special line is
always sent to one of the ordinary lines. All incoming
traffic on the ordinary lines is sent to the special
line. An example of a multiplexor is the port expander.
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MUX

Host Switch Multiplexor

Figure 1: Hosts, Switches and Multiplexors

A multiplexor can act in association with a switch to give
the effect of increasing the number of lines available to that
switch. In this case, the 'special' line is the 1line connecting
the multiplexor to the switch it is expanding. The multiplexor in
such a case should be invisible both to the switch, which will
see either one or n entities on that physical port, and to the
entities on the n output lines, which will simply- see the switch.
Thus the port expansion effect is purely local, and should not
normally affect the end-to-end communication between hosts.

The cost of this is to add n entities to the address space
being supported by the switch being expanded. That is, log n bits
(to the base two) must be added to the address field, or the
equivalent of that many free bits be found within it. If free
combinations are to be found, their distribution will depend eon
the construction rules for addresses within the address space.
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Any of the three entities above may be found at the other
end of the multiplexor's ordinary lines. The way the switch will
perceive these will differ depending on the entity. These are
considered separately below.

1) Multiplexors. At the same cost of log n bits of ad-
dressing space per multiplexor, additional multiplexors
will be governed by the remarks above. That 1is, daisy
chaining will be as invisible as adding one multiplexor
to a switch, and can be continued as far as the
network's address space will bear the cost.

2) Hosts. Provided the addressing bits are available,
legitimate host addresses may be constructed within the
addressing scheme being supported by the switch. Thus
hosts on a multiplexor may be addressed in the same
fashion as any other host.

3) Switches. There are two cases to be considered. The
switch being expanded and the switch at the end of the
ordinary line may not be switches in the same address
space - i.e. switch B may not be known to switch A as a
neighbouring switch. In this case, the second switch
must seen as a host by the first. In the normal case,
the switches will be operating in the same address
space, and some means must be found to demultiplex
them. These will be purely local in effect, and will
not be wvisible to neighbouring switches. In theory,
"they could even vary from switch to switch. The cost is
again log n bits of addressing space, where n is the
number of switches handled through the port expander.

These various situations are illustrated in figure 2.

The principle point to note is that an entity on a port ex-
pander exists within the address space of the switch being ex-
panded, at a cost of log n bits. Thus, an ARPANET IMP expander
SHOULD be supporting ARPANET hosts (c.f. point 2 in the introduc-
tion to this note); a gateway port expander is supporting INTER-
MET hosts; a SATNET port expander SATNET hosts, and so on. The
remainder of this note will consider the ARPANET and INTERNET
cases in more detail, as the application of the principle is not
totally straightforward in these cases.

[Page 4]



AMdressing Through Port Expanders Kirstein and Bennett

—1 SWITCH B HOST | ‘ |

MUX

PORT
EXPANDER

BWITCH A

Figure 2: Possible Port Expansion Relationships.

3. ARPANET IMP EXPANSION

The addressing difficulties faced by port expansion within
the ARPANET are caused by two features of the normal, 32 bit
leader, ARPANET addressing scheme.

1) An ARPANET address is very highly stuctured. It
closely reflects the physical configuration of the net-
work, and this fact is embodied in much 1low-level
software. Subfields exist for IMPs and hosts. In the 32
bit leader, these are 6 bits wide and 2 bits wide
respectively. A port expander supporting up to 8 enti-
ties (always seen as hosts) will require a three bit
host field at least.

2) Two approaches could be adopted. The 32 bit 1leader
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could be augmented, which is not possible as the bits
are not available; or it could be restructured to allow
at least four bits for the host field. This is also not
possible, as the IMP field (and often the Host field
too) already have all combinations allocated.

The second of these two problems has already been faced, and
has led to the introduction of the expanded 96 bit leader. In
this leader, the IMP field occupies 16 bits, the host field 8
bits, and there is a reserved field of 8 bits called 'destination
network' which is currently unused. Thus each IMP can theoreti-
cally support up to 64 hosts. There is therefore no theoretical
reason why port expanders cannot be used to make this function
work. There 1is, however, one ©practical problem with this ap-
proach. This is that the 'host field' is actually used by the
IMP to select output lines, and the use of port expanders re-
guires the IMP to make a local distinction between output 1lines,
and hosts which are multiplexed onto them.

There are two ways of solving this. Firstly, the local site
can be given complete freedom to configure its hosts and port ex-
panders as it will. In this case, the IMP code becomes site-
dependent, which creates problems of updating, down-line loading
from neighbouring sites, and so on. Alternatively, a standard
convention can be developed, for instance, that the top 2 bits of
the 'host field' represent the IMP output 1lines, and the
remainder is free for port expander use. This is easy to imple-
ment, and avoids the maintenance problems of the previous ap-
proach. It does start to restrict the addressing possibilities,
which is precisely what the 96 bit leader was intended to avoid.

The alternative solution, proposed here, is to allocate the
'destination network' field to port expansion. This field is
currently unused, and given the direction of the internet project
it is wunlikely that it will ever be used for internetwork pur-
poses. In this solution, the IMP will route the packet to an out-
put line based on the destination host field; if the entity here
is in fact a port expander, further demultiplexing is done based
on the 'network' field. This approach has a number of advan-
tages:

1) Few changes, 1f any, are required te current IMP
software. The IMP does not currently examine this
field, and there is no reason why it should do so. The
only possible exception to this is in connection with
host status messages. Possibly, even these could be
handled by the port expander, with the exceptional case
of port expander collapse being handled normally by the
IMP.
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2) Port expander configurations can be done in any
site-dependent fashion, and be completely invisible to
both the local IMP and the ARPANET as a whole.

3) Except for the changes needed to handle 96 bit
leaders (which may be required anyway), and the ad-
dressing changes, hosts on port expanders can use stan-
dard ARPANET software - they are, in effect, normal AR~
PANET hosts.

The disadvantages are:

1) Hosts not supporting 96-bit leaders will not be able
to communicate with these hosts. Since current port ex-

panders are only planned to support 96 bit leaders,
this is nothing new.

2) ARPANET port expanders will need cﬁnsiﬁerublﬂ recod-

ing to remove the current internet dependencies. This
is a temporary delay only.

Note that up to this point we have scarcely mentioned the
internet program. This is deliberate. Under the scheme proposed
here, the hosts on a port expander can be an NCP host, a gateway,
or the planet Mars; the only requirement is that it support the
1822 interface. Since port expansion is a local, IMP based func-
tion, this is as it should be. However, it is worth saying a few
words on how this scheme affects the internet program.

As we saw in the introduction, gateways connected to the AR-
PANET through port expanders currently exist in a kind of ad-
dressing limbo, from which they can only be rescued if they are
the only gateway on the port expander. Under either of the
schemes proposed in this section, a gateway is a proper ARPANET
host with a well-understood RRPANET address; hence intergateway
communication is achieved in the correct manner, by using local
network protocols (in this case the ARPANET). Of course the in-
tergateway messages must conform to internet standards but this
is invisible from inside the ARPANET.

The mapping between internet addresses and ARPANET addresses
may be subject to change. If the use of 96 bit leader's 'network'
field is adopted, this corresponds very well to the current 'log-
ical host' field - a one-to-one mapping betwen them is straight-
forward. The only foreseeable problem is that the "IMP' field in
the internet header is restricted to 8 bits, whereas the 96 bit
leader allows 16 bits. IMP number 256 is going to cause problems
with internet addressing in this scheme. However, despite past
experience, we feel it is reasonable to assume that ARPANET will
not in fact grow this large. If it does, then a more sophisticat-
ed ARPANET-Internet address mapping must be devised.
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